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Abstract The impact of the design parameters of electric
power distribution systems on the propagation of har-
monic distortion is investigated. This conceptual study is
based on simulations on a generalized distribution sys-
tem model, and leads to an increased insight in the
mechanisms of the generation and propagation of volt-
age distortion. Moreover, analytical expressions are
presented that predict the impact of changing design
parameters on voltage distortion.
Keywords Distribution systems Æ Voltage distortion Æ
Harmonics Æ Power quality Æ Power system impedance
1 Introduction
Because of the increasing penetration of non-linear loads
in electric power distribution systems, utilities and
equipment manufacturers are increasingly concerned
with harmonic pollution of the voltage waveform.
Voltage distortion is known to exhibit many adverse
eﬀects [1], and especially in areas where the electricity
trade is being liberalized, it is feared that voltage dis-
tortion will increase in the near future [2]. In many parts
of the world, the actual voltage distortion levels are
maintained within planning levels by imposing appro-
priate emission limits to the harmonic line currents of
equipment [3].
To determine appropriate equipment emission limits,
both measurement campaigns [4] and simulations [5, 6]
are required to study the harmonic propagation in an
actual network. At ﬁrst sight, it seems easier and cheaper
to conduct simulations instead of measurements. How-
ever, the parameters and design strategies may be very
diﬀerent from one network to another [7], making a
large number of simulations necessary. Moreover, many
parameters are unknown and are therefore estimated or
even neglected, rendering results that may diﬀer largely
from measured data [8]. Finally, as harmonic propaga-
tion studies are mostly limited to rather speciﬁc cases
(e.g., [5]), fundamental insight in the mechanisms of
harmonic propagation and the inﬂuence of the distri-
bution system design is not obtained.
In this paper, the impact of diﬀerent distribution
system design parameters on harmonic propagation is
investigated. The study is based on the analysis of a
generalized distribution feeder model of which the
parameters are varied. Some preliminary and qualitative
results, based on simulations of a speciﬁc case study, are
reported in [9]. In the present paper, however, a more
fundamental approach is adopted. Analytical expres-
sions and quantitative results are presented that
approximately predict the impact of changing design
parameters on the distortion levels. The validity of the
analytical predictions is conﬁrmed by simulations. Sub-
sequently, the analysis is extended to include the eﬀects
of shunt capacitance, which are strongly related with
power system resonances.
2 Basic power system setup
2.1 Network topology
In order to investigate the inﬂuence of diﬀerent distri-
bution system parameters on harmonic propagation, a
simpliﬁed model of a typical medium voltage (MV)
distribution system is adopted (Fig. 1). The high-to-
medium voltage (HV/MV) transformer, which is feeding
the point of common coupling (PCC), is represented by
its short-circuit impedance Zm. Several parallel and
identical radial feeders, having ﬁve nodes each, connect
to the loads. The conductor segments interconnecting
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the feeder nodes are represented by their series imped-
ances Zs,k.
The MV/LV transformers may be located between
the MV bus and the feeders (Zl, Fig. 1a) or between the
feeder nodes and the loads (Zc, Fig. 1b). The former
practice calls for extended low voltage (LV) feeders,
which is the practice in large parts of Europe. The latter
practice calls for extended MV feeders, which is the
practice in many North American regions.
The loads connected to the nodes are modeled as
ideal current sources; this approximation is allowed as
for moderate voltage distortion levels (total harmonic
distortion (THD)<10%) the accuracy is suﬃcient to
draw general conclusions on the propagation of voltage
distortion [10].
2.2 Transformer parameters
The following typical transformer impedance values are
adopted:
Zm ¼ jZmje jhZm
¼ 0:1 pu\80 ðlarge HV=MV transformerÞ
Zm ¼ jZmje jhZm
¼ 0:1 pu\45 ðsmall HV=MV transformerÞ
Zl ¼ jZlje jhZl
¼ 0:04 pu\80 ðlarge MV=LV transformerÞ
Zc ¼ jZcjejhZc
¼ 0:04 pu\45 ðsmall MV=LV transformerÞ
The (fundamental) transformer impedances Zm, Zl,
and Zc are considered to be resistive-inductive. The
eﬀects of skin eﬀect and proximity losses are neglected.
Considering hZm;l;c > 45, the harmonic impedance for
harmonics h‡3 is approximately inductive and equal to:




 sin hZm;l;c ð1Þ
Consequently, the harmonic transformer impedance
depends on both the magnitude and phase angle of the
fundamental transformer impedance. For instance, it
follows from (1) that the small HV/MV and MV/LV
transformers exhibit an harmonic impedance that is 1.39
and 3.48 times smaller, respectively, than the harmonic
impedance of the large HV/MV transformer.
2.3 Conductor parameters
Because of the considerable length of the conductors in
many distribution systems, voltage drop is generally
more important than power loss. The maximal allowable
magnitude |Zs| of the (fundamental) conductor imped-
ance is determined to limit the (fundamental) voltage
drop DV=|VFl|)|VF5| to 0.12 pu along the feeder, while
the voltage at the beginning of the feeder equals
|VFl|=1.06 pu. The total feeder load is supposed to
equal 1 pu at a power factor of cos/=0.8, and is equally
divided among the nodes. These values are typical for
distribution system operation.
The conductor type (overhead or cable) of all con-
ductor segments is considered equal, but the conductor
section may be tapered. For simplicity, the impedance of
the feeder segments is supposed to increase linearly
towards the end of the feeder. Mt denotes the tapering
factor determining the impedance of the last feeder
segment:
Zs;4 ¼ MtZs;1 ð2Þ
A non-tapered line is obtained for Mt=1. The fol-
lowing maximal conductor impedance values are then
found and serve in the following sections to obtain dif-
ferent feeder arrangements with equal (fundamental)
voltage drops DV:
Zs ¼ jZsje jhZs ¼ 0:04815 pu\55
ðregular overhead line; no taperingÞ
Zs ¼ jZsje jhZs ¼ 0:06089pu\80
ðwidely spaced overhead line; no taperingÞ
Zs ¼ jZsje jhZs ¼ 0:04626 pu\30 ðcable; no taperingÞ
Zs;1 ¼ jZs;1je jhZs;1 ¼ 0:02898 pu\55
ðregular overhead line; Mt ¼ 3Þ
Fig. 1 Basic MV distribution system model: aMV/LV transformer
located at the beginning of the feeder, b MV/LV transformers
located in the feeder nodes
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Zs;1 ¼ jZs;1je jhZs;1 ¼ 0:02070 pu\55
ðregular overhead line; Mt ¼ 5Þ
Zs ¼ jZsje jhZs ¼ 0:09300 pu\55 ðregular overhead line;
no tapering; expected load power factor cos/ ¼ 1Þ
The pu values are referred to the rating of a single
feeder. As with the transformer impedance, the con-
ductor impedance is considered to be resistive-inductive.
Because hZs > 30, the harmonic impedance of the con-
ductors is approximately inductive:
ZsðhÞ  jh Zsj j sin hZs ð3Þ
Consequently, when the regular overhead line is
replaced by the cable or the widely spaced overhead line,
the magnitude of the harmonic impedance (3) decreases
with a factor 1.71 or increases with a factor 1.52,
respectively. When expected power factor of the feeder
load is increased from 0.8 to 1, the harmonic impedance
of the regular overhead line increases by 1.93.
2.4 Modeling peak rectiﬁer loads
In this paper, peak rectiﬁers are supposed to be the most
common non-linear load. Because of the limited number
of nodes in a single feeder, a large number of loads is
aggregated in every single node. A realistic load current
spectrum should therefore include the eﬀects of attenu-
ation and diversity [11]. A typical current spectrum
complying with these requirements is listed in Table 1
[12].
It should be remembered that the numerical results of
voltage distortion calculations depend on the actual load
current spectrum. Some examples, illustrating in more
detail the speciﬁc inﬂuence of the zero-sequence (h=3, 9,
15, ...) and higher-order (h ‡ 17) harmonic load cur-
rents, are given in [9].
3 Influence of neutral conductor practice
When the load current contains a zero-sequence com-
ponent (e.g., caused by load unbalance or triplen har-
monics), the impact of the neutral conductor practice on
the voltage distortion throughout the distribution sys-
tem becomes important. Both the arrangements of the
feeder conductor and transformers inﬂuence the neutral
conductor practice.
3.1 Feeder conductor arrangement
In this paper, two typical feeder conductor arrangements
are studied. For a symmetrical three-phase, four-wire
arrangement with equal conductor sections, the imped-
ance for zero-sequence currents equals four times the
impedance for the positive- and negative-sequence
components. In such systems, triplen harmonics
(behaving as zero-sequence currents in balanced sys-
tems) may cause considerable voltage distortion [13].
When the three-phase conductors are split into three
single-phase, two-wire, conductor sets, a three-phase, six-
wire arrangement is formed, for which the zero-sequence
impedance of the conductors equals the positive-and
negative-sequence impedances. Therefore, zero-sequence
currents cause considerably less voltage distortion than
in a three-phase, four-wire arrangement.
To assess the inﬂuence of the conductor arrangement,
the total harmonic voltage drop DVh of a single con-
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with I(h) denoting the harmonic current components
ﬂowing in the conductor. If balanced loads are assumed,
the reduction of the total harmonic voltage drop DVh
when changing a four-wire for a six-wire arrangement
depends on the importance of the triplen harmonic
components of the load current spectrum and can be




















where ks denotes the ratio of the zero-sequence to
positive-sequence impedances of the conductors in the
four-wire arrangement. For the load current spectrum of
Table 1 and ks=4 (symmetrical four-wire arrangement),
the reduction factor (5) equals 2.62. In practice, the
neutral conductor section is often chosen smaller than
the phase conductor sections, causing ks>4 and hence
resulting in an even greater reduction factor.
In the same manner, the reduction factor of the total
harmonic voltage drop of a conductor segment can be

















approximated when the zero-sequence current compo-
nents are eliminated before entering the feeder conduc-
tors (e.g., by means of an intermediate MV/LV






















For the line current spectrum of Table 1, the reduc-
tion factor (6) equals 1.28 for ks=1 (six-wire arrange-
ment) and becomes 3.36 for ks=4 (symmetrical four-wire
arrangement). In practice, the removal of the zero-
sequence currents from six-wire arrangements is not
practical and is therefore never encountered; the associ-
ated reduction factor is therefore of purely academic
value.
3.2 Transformer arrangements
The neutral conductor may be interrupted by the MV/
LV transformer, e.g., by connecting it in DY arrange-
ment, thereby reducing the harmonic voltage drop of the
HV/MV transformer located upstream (in the PCC).
Using (1), and assuming balanced loads, the reduction























where km denotes the ratio of the zero-sequence to the
positive-sequence impedances of the HV/MV trans-
former. For the load current spectrum of Table 1 and
km=1, the reduction of the voltage distortion in the
PCC equals 1.28.
4 Basic factors governing power system harmonic
propagation
To assess the inﬂuence of the power system parameters
presented in the previous sections, simulations have been
performed on the network of Fig. 1. In this section, the
impedance of the MV/LV transformers is neglected (i.e.,
|Zc|=|Zl|=0). Non-zero MV/LV transformer imped-
ances will be assumed in Sect. 5, where a case study is
presented. In this section, also the eﬀects of shunt
capacitance are neglected; for moderate feeder conduc-
tor lengths (up to several kilometers for cable conduc-
tors, and up to a few tens of kilometers for overhead
conductors) the shunt capacitance becomes important
for higher harmonics only, for which the injected current
is usually small. The eﬀects of capacitance are discussed
in Sect. 6.
The total (fundamental) load of a single feeder equals
1 pu at cos/=1, and is balanced and equally divided
among the feeder nodes. The voltage in the ﬁrst feeder
node (closest to the PCC) is controlled to |VFl|=1.06 pu
for all simulations. The source voltage from the HV bus
is considered to be purely sinusoidal. The total amount
of distorting loads (with a line current spectrum as in
Table 1) represents 10% of the total fundamental load,
while the remaining (linear) load only draws funda-
mental current.
In accordance with IEC regulations [14], only the ﬁrst
40 harmonics are considered when calculating THD
values. By analogy with (4), the total harmonic voltage










This measure allows to explain the diﬀerence between
the voltage distortion in the PCC and at the end of the
feeder. Indeed, except when the neutral conductor is
interrupted, the operating conditions encountered in this
paper allow for the following approximation if DVFh is
expressed in ‘‘per units’’:
THDðV5Þ  THDðVPCCÞ þ DVFh ð9Þ
This is conﬁrmed by the simulation results, which are
summarized in Table 2 and are discussed in the follow-
ing subsections. Simulation no. 1 is considered to be the
base case, to which the eﬀects of all parameter variations
are compared.
4.1 Transformer choice
The impact of the transformer parameters on voltage
distortion is explained by comparison of simulation nos.
1–3 from Table 2. The results are graphically repre-
sented in Fig. 2a. From Sect. 2.2, it follows that for
simulation nos. 2 and 3 the magnitude of the harmonic
transformer impedance is 3.48 and 1.39 times smaller,
respectively, than the harmonic impedance for simula-
tion no. 1 (base case). As expected, this causes the
voltage THD in the PCC to decrease with about the
same factor.
At the end of the feeder, the voltage THD is several
times greater than in the PCC because of the harmonic
voltage drop of the feeder conductors. This result is in
accordance with recent measurements in the French LV
system [13]. Because the total harmonic voltage drop of
the feeder conductor DVFh remains constant between
simulation nos. 1, 2, and 3, the reduction of the voltage
THD at the end of the feeder is rather small and is
approximately equal to the reduction of the voltage
THD in the PCC.
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Concluding, the impact of the transformer impedance
on voltage distortion is quite important in the PCC, but
less important at the end of the distribution feeder,
where the total harmonic voltage drop of the feeder
conductors becomes dominant. It turns out that the
voltage distortion in the PCC increases when the (fun-
damental) transformer impedance increases or becomes
more inductive.
4.2 Feeder conductor type
The impact of the feeder conductor type on voltage dis-
tortion is explained by comparing simulation nos. 4–6
from Table 2. The results are graphically represented in
Fig. 2b. For simulation no. 4, the phase angle of the
conductor impedance is decreased from 55 to 30, as
compared with simulation no. 1. According to Sect. 2.3,
this causes the harmonic impedance of the feeder to re-
duce with a factor 1.71. As expected, the total harmonic
voltage drop of the feeder DVFh is reduced by about the
same factor as well. In turn, this causes a signiﬁcant
reduction of the voltage THD at the end of the feeder.
Similar results are obtained when comparing simulation
nos. 1 and 5, where the conductor impedance angle is
increased from 55 to 80 (causing the harmonic imped-
ance of the feeder to increase by about 1.52), and for
simulation no. 6, where the expected displacement factor
is increased from 0.8 (inductive) to 1.0 (causing the har-
monic impedance of the feeder to increase by about 1.93).
It is to be noted that the increase of the expected fun-
damental displacement factor (simulation nos. 1 and 6)
has more impact than the increase of the phase angle of
the conductor impedance (simulation nos. 1 and 5).
Table 2 Voltage THD for diﬀerent network parameters
Sim. no. |Zm| (% pu) hZm (deg) |Zs,l| (% pu) hZs;1 (deg) Ml Voltage THD DVFh (% pu) Comments
VPCC (%) V5 (%)



















































































































3-ph, 6-w (or 3· 1-ph) feeders
3-ph, 6-w (or 3· 1-ph)
feeders, neutral conductor
interrupted in PCC
Fig. 2 Inﬂuence of diﬀerent parameters: a transformer parameters,
b feeder conductor parameters, c tapering
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The impact on the voltage THD in the PCC is rather
small. However, it is noticed that the voltage THD in the
PCC is slightly reduced, when the conductor impedance
angle is increased. This is caused by phase angle diversity
between the nodes [11], and becomes more important for
increasing harmonic orders and increasingly inductive
conductors. The stronger the higher harmonics of the
load current, the more this eﬀect becomes noticeable; an
example is given in [9].
Concluding, the impact of the feeder conductor
impedance on voltage distortion is quite important at
the end of the feeder, but very small in the PCC. Similar
as with the transformer impedance, it turns out that the
harmonic voltage drop of the feeder increases when the
(fundamental) conductor impedance increases or
becomes more inductive.
4.3 Feeder conductor tapering
The impact of feeder conductor tapering on the voltage
distortion is explained by comparing simulation nos. 1,
7, and 8 from Table 2. The results are graphically rep-
resented in Fig. 2c. For simulation nos. 7 and 8, the
tapering factor Mt is increased from 1 to 3 and 5,
respectively, as compared with simulation no. 1. The
impact on the voltage THD in the PCC and at the end of
the feeder is negligible. This is mainly due to the equal
fundamental voltage drop criterion for calculating the
conductor segment impedances Zs,k (Sect. 2.3). There-
fore, feeder conductor tapering will not be explored any
further in this paper.
4.4 Neutral conductor practice
4.4.1 Four-wire conductor arrangement
The impact of interrupting the neutral conductor on
voltage distortion is explained by comparing simulation
nos. 1, 9, and 10 from Table 2. The results are graphi-
cally represented in Fig. 3a. In simulation no. 9, the
neutral conductor is interrupted between the feeder and
load nodes by DY transformers with negligible imped-
ance Zc=0. It follows that the expected decrease of the
voltage THD in the PCC by about 1.28 (Sect. 3.2)
matches the simulations quite well. Also, the reduction
of the harmonic voltage drop of the feeder (about the
factor 3.36 as predicted in Sect. 3.1) causes a consider-
able reduction of the voltage THD at the end of the
feeder.
The same harmonic voltage reduction in the PCC as
above is found when comparing simulation nos. 1 and 10,
where, in the latter, the neutral conductor is interrupted in
the PCC by a DY transformer with negligible impedance
Zl=0. However, the harmonic voltage drop of the feeder
conductor is not inﬂuenced leading to only a small
reduction of voltage THD at the end of the feeder.
4.4.2 Six-wire conductor arrangement
In simulation nos. 11 and 12, a six-wire conductor
arrangement is applied instead of the four-wire con-
ductor arrangement of simulation no. 1. The results are
graphically represented in Fig. 3b. The simulation
results match well the predicted reduction of the total
harmonic voltage drop of the conductor (with a factor
2.62, Sect. 3.1), again causing a considerable reduction
of the voltage THD at the end of the feeder.
Finally, in simulation no. 12, the neutral conductor is
interrupted in the PCC by a DY transformer with neg-
ligible impedance Zl=0. As with the four-wire conduc-
tor arrangement, this reduces the voltage THD in the
PCC (and equals the value of simulation nos. 9 and 10),
but not the harmonic voltage drop of the conductor
DVFh (which equals the value of simulation no. 11),
yielding only a small reduction of the voltage THD at
the end of the feeder.
4.4.3 Conclusion
Concluding, the neutral conductor practice has signiﬁ-
cant impact on the voltage distortion throughout the
distribution system, because it aﬀects the harmonic
Fig. 3 Inﬂuence of diﬀerent parameters: a interrupting the neutral
conductor, b three-phase, four-wire vs. six-wire or single-phase
circuits, c North American and European design styles
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voltage drop caused by the zero-sequence currents.
Interrupting the neutral conductor always reduces the
voltage distortion in the PCC, and also the harmonic
voltage drop of the feeder conductors upstream of the
interruption. Also switching between four- and six-wire
conductor arrangements reduces the harmonic voltage
drop of the feeder conductors signiﬁcantly.
5 Case study: differences between power system design
practice in Europe and North America
5.1 Power system setup and typical parameters
In this section, a comparison is made between the harmonic
propagation properties of the two distribution system structures of
Fig. 1, which diﬀer in the placement and arrangement of the MV/
LV transformers. The transformers are either placed at the begin-
ning of the feeders (which is common to most European distri-
bution systems, Fig. 1a), or between the feeder and load nodes
(which is common to many North American distribution systems,
Fig. 1b).
When the MV/LV transformers are located at the beginning of
the feeders (Zl), their size is usually quite large. In this case, the
neutral conductor is interrupted in the MV/LV transformer, which
is common to European practice. When the MV/LV transformers
are located between the feeder and load nodes (Zc), their size is
usually rather small. In this case, the neutral conductor is not
interrupted in the MV/LV transformer, which is common to North
American practice.
The resulting distribution systems, including the considered
transformer arrangements, are depicted in Fig. 4. Note that in both
design styles under consideration the distribution feeders always
contain a neutral conductor. The conductor type may be regular
overhead or cable, while tapering is not considered. The conductor
arrangement may be four wire or six wire. The parameters of the
conductors and of the transformers are taken from Sects. 2.2 and
2.3. The loading of the feeders is the same as in Sect. 4, the results
are summarized in Table 3.
5.2 Propagation of voltage distortion
The simulation results of Table 3 show that the inﬂuence of the
diﬀerent parameters is in accordance with the ﬁndings of Sect. 4. In
any case, when comparing equal conductor types and arrangements
(comparing simulation nos. C1 with C5, C2 with C6, and so on),
the resulting voltage THD in the PCC and in the load node at the
end of the feeder is always worse for the North American distri-
bution style. This is no surprise, as the neutral conductor is inter-
rupted in the MV/LV transformers in the European style, contrary
to the North American style.
However, the North American design style typically results in
single-phase (or six-wire) feeders operated in MV (simulation nos.
C2 and C4, Table 3), whereas the European style is mainly
resulting in three-phase (or four-wire) feeders operated in LV
(simulation nos. C5 and C7, Table 3) [15]. The comparison between
the North American and European design styles is graphically
represented in Fig. 3c.
Both in Europe and North America, overhead lines are still
widely present in rural areas. Comparing simulation nos. C2 and
C5, it is easily seen that the resulting voltage THD in the PCC
would be larger for the North American distribution style because
the neutral conductor is not interrupted before reaching the HV/
MV transformer. On the other hand, the voltage THD at the end of
the feeder is quite smaller for the North American style. This is
mainly caused by the reduced zero-sequence feeder impedance of
the associated six-wire arrangement. In practice, this eﬀect will be
even more pronounced than predicted from Table 3 because the
section of the neutral conductor is often chosen smaller than the
section of the phase conductors.
In domestic and commercial areas, cable conductors are pre-
ferred. The comparison of simulation nos. C4 and C7 shows the
same trend as for overhead lines.
Fig. 4 MV distribution system model used for the case study:
a large MV/LV transformer located at the beginning of the feeder,
b small MV/LV transformers located in the feeder nodes
Table 3 Case study - summary
of the simulation results:
voltage distortion in the PCC
and in the load node at the end
of the feeder




C1 Small, located in nodes Overhead 4-w 4.25 15.51
C2 Overhead 6-w 4.25 9.84
C3 Cable 4-w 4.35 12.43
C4 Cable 6-w 4.35 8.778
C5 Large, located at
beginning of feeder
Overhead 4-w 3.24 12.90
C6 Overhead 6-w 3.24 8.38
C7 Cable 4-w 3.32 10.03
C8 Cable 6-w 3.32 7.33
187
6 Influence of shunt capacitance
The possible presence of shunt capacitance in the
feeders causes resonances. Resonance conditions are
introduced in the power system of Fig. 1 by adding
capacitors to the feeder nodes. The capacitance is
represented by its total admittance jYC, which is
equally divided among the feeder nodes, and repre-
sents both conductor capacitance and other capaci-
tances (e.g., power factor correction capacitors).
Moreover, the feeder nodes are shunted with equally
divided parasitic resistances, the total admittance of
which equals 0.01 pu. The remaining power system
parameters are chosen as in Sect. 4. To assess the
impact of resonance on voltage distortion, a harmonic
voltage ampliﬁcation factor M is introduced by com-
paring the actual voltage distortion (under resonance)
to the distortion present if the capacitance were
removed:
M ¼ THDðV ÞjYC 6¼0
THDðV ÞjYC¼0
ð10Þ
The M values calculated in this section are obtained
using the load current spectrum of Table 1. The quality
factor Q of a certain resonance condition is assessed by
calculating (10) using a load current spectrum con-
taining only the fundamental and a single harmonic of
the same harmonic order as the resonance frequency of
the power system. The simulation results are presented
in Table 4 and are explained in the following subsec-
tions. A more detailed analysis, including a more
elaborate discussion on damping eﬀects, is presented in
[16].
6.1 Required capacitance for resonance
The required total capacitive admittance jYC to obtain
resonance at a given harmonic order is of course
function of the inductance present in the system. Sim-
ulation no. R1 of Table 4 corresponds to the base case
of Sect. 4. In simulation no. R2 (six-wire instead of
four-wire feeders), the feeder inductance for zero-
sequence currents is reduced by a factor 4, giving rise
to a largely increased YC requirement to obtain reso-
nance at the 3rd and 9th harmonics. The same con-
clusion is drawn from simulation no. R3 (neutral
conductor interrupted at the PCC by a DY trans-
former), where the inductance of the HV/MV trans-
former is virtually removed for zero-sequence currents.
Similar conclusions are drawn for all harmonics in
simulation no. R4 (cable feeder), where the feeder
inductance is signiﬁcantly reduced as compared to the
base case. It is also noticed that the large zero-sequence
inductance of the base case (simulation no. R1) causes
the required capacitance for 9th harmonic resonance to








































































































































































































































































































































































































































































































































































































































































































































































































































































































6.2 Quality factor of resonance
The quality factor associated with resonance is deter-
mined by the amount of damping present in the power
system. In the power system under study and with the
assumed load condition, damping is primarily provided
by the series losses of conductor and transformer
impedances. Therefore, the quality factor is increasing
with increasing harmonic orders [16]. However,
increased parasitic losses in simulation no. R5 (shunt
loss, total resistive shunt admittance of 0.05 pu) and
simulation no. R6 (series loss in capacitors, fundamental
loss factor of 0.01) considerably reduce the quality
factor, especially for higher harmonic orders.
6.3 Peak rectiﬁer current spectrum
In practice, the actual load current spectrum contains
several strong harmonics. Moreover, resonance also
aﬀects the power system impedance at other frequencies
around the resonance frequency. Consequently, the
analytical prediction of the ampliﬁcation M of voltage
distortion under resonance conditions is not possible
from the mere knowledge of the quality factor alone.
The actual voltage distortion level is therefore obtained
from simulations. The results from Table 4 are in
accordance with the conclusions of Sect. 4. Additional
remarkable features are explained below.
From Table 4, it follows that the actual voltage dis-
tortion ampliﬁcation factors M tend to decrease with
increasing order of the harmonic resonance, contrary to
the quality factors Q. This results from the rapidly
decreasing amplitude of the line current harmonics of
the applied non-linear load spectrum. Moreover, the
actual ampliﬁcation factors M are always smaller than
the corresponding quality factors Q, because the quality
factor only takes load current components at the reso-
nance frequency into account.
In the base case (simulation no. R1), it was noticed
that 3rd harmonic resonance is not visible. Indeed, it is
masked out by the closely neighboring 5th harmonic
resonance, as is illustrated in Fig.5. The same eﬀect is
encountered in simulation nos. R4–R6. In simulation
nos. R3 and R6, the 11th harmonic resonance is also
masked out by the 9th harmonic resonance at the end of
the feeder.
Finally, it is no surprise that interrupting the neutral
conductor before it reaches the PCC (simulation no. R3)
eliminates 3rd and 9th harmonic resonances (caused by
zero-sequence currents) in the PCC.
7 Conclusion
In this paper, the impact of distribution system param-
eters on the propagation of harmonic distortion has
been considered. Under the condition that the feeder
conductor parameters of diﬀerent designs are chosen to
obtain the same fundamental voltage drop of the feeder
conductors, the following conclusions can be drawn
when the power system capacitance is negligible:
– The more inductive the (fundamental) impedance of
the transformers and the feeder conductors become,
the higher is the resulting voltage distortion. At the
end of the feeder, the harmonic impedance of the
feeder conductors (and its associated harmonic volt-
age drop) becomes dominant.
– Overhead lines cause greater harmonic voltage drop
than cables, therefore the voltage THD in the load
nodes near the end of the feeders is greater with
overhead lines (and, consequently, also throughout
the feeders).
– Feeder conductor tapering has very little inﬂuence on
the voltage THD in the PCC and at the end of the
feeder.
– When zero-sequence currents are present, the appli-
cation of six-wire conductor arrangements results in
less voltage THD in the load nodes near the end of the
feeder (and, consequently, also throughout the feed-
ers) as compared with four-wire conductor arrange-
ments.
– Interrupting the neutral conductor signiﬁcantly
reduces the harmonic voltage drop of transformers
and feeder conductors upstream of the interrupting
point.
Under reasonable assumptions, these eﬀects can be
analytically predicted and match the simulation results
quite well. The results strongly depend on the harmonic
content of the load currents. These considerations help
to explain the diﬀerent harmonic propagation behavior
of diﬀerent design approaches, as was shown in a case
study, comparing typical European and North Ameri-
can design styles.
When the power system capacitance is taken into
account, the following conclusions can be drawn:
Fig. 5 Voltage distortion in the PCC (THD(VPCC), lower trace)
and last node of the feeder (THD(V5), upper trace), case no. R1
(base case)
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– The required capacitance to obtain resonance at a
given harmonic order increases when cable feeders are
applied instead of overhead feeders. In the case of
four-wire feeders, the required capacitance for reso-
nance of zero-sequence harmonic currents is much
reduced as compared to six-wire feeders.
– At low power system loading levels, the quality factor
of the resonance tends to increase with increasing
harmonic order. However, this eﬀect is noticeably
reduced if parasitic losses are taken into account.
– The ampliﬁcation of voltage distortion (as compared
to the situation with negligible power system capaci-
tance) is always smaller than the corresponding
quality factor.
– Closely neighboring resonances may cause one of
them to be masked out by the other when sweeping
the capacitance value.
– If the neutral conductor is interrupted, the resonance
of zero-sequence current components is not visible
upstream of the interruption.
The actual distortion level is not only inﬂuenced by
the quality factor at the resonance frequency. Also the
inﬂuence of resonance at neighboring frequencies and
the inﬂuence of other load current harmonics is to be
taken into account. This makes the analytical prediction
of the ampliﬁcation of voltage distortion at resonance
rather complicated and was therefore not pursued in this
paper.
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